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BACKGROUND OF THE INVENTION 



[0007] Electronic devices, such as mobile phones and personal digital assistants (PDA's), 
often contain firmware and/or application software that may be either provided by the 
manufacturers of the electronic devices, telecommunication carriers, or third parties. 
Firmware and/or application software often may contain software bugs. New versions of 
the firmware and software are periodically released to fix the bugs, introduce new 
features, or both. There is a fundamental problem in providing access to new releases of 
firmware and software. The electronic devices are often constrained in terms of 
resources, such as available memory. Attempts to upgrade firmware or software by end- 
users often results in making the device, or some features of the device, inoperable. 

[0008] Changing firmware in electronic devices requires a lot of caution and care as 
unsuccessful attempts may result in making the device inoperable. Generating update 
packages used in changing firmware in electronic devices involves applying the 
generated update packages in electronic devices that are often constrained in several 
different ways. Attempts to upgrade firmware and/or software in constrained devices are 
often hampered by limited user interaction capabilities and slow communication speeds 
on these devices. Additionally, determination of the version of firmware or software 
currently being executed on the electronic device may be difficult, especially if such 
determination is made with minimal end-user interaction. 

[0009] The manufacturing time of electronic devices with firmware/software is affected 
by the time it takes to install firmware and/or application software in non-volatile 
memory, such as FLASH memory. If the size of the firmware and/or application 
software is large, fewer electronic devices can be flashed with an upgrade within a given 
period of time. Increasingly, the number of electronic devices that can be flashed (with 
firmware and/or application software) within a given period of assembly/manufacturing 
time is requiring innovative solutions to the flashing problem. 

[0010] Further limitations and disadvantages of conventional and traditional approaches 
will become apparent to one of skill in the art, through comparison of such systems with 
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some aspects of the present invention as set forth in the remainder of the present 
application with reference to the drawings appended hereto. 
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SUMMARY OF THE INVENTION 



[0011] Aspects of the present invention may be found in a method for optimizing 
distribution of information. The method may comprise generating update information 
based upon at least one universal dictionary and communicating the update information 
to a remote device. The update package may enable use by the remote device of the at 
least one universal dictionary. The method may also comprise communicating a reduced 
amount of data to the remote device based upon the at least one universal dictionary. 

[0012] In another embodiment of the present invention, the at least one universal 
dictionary may comprise a first universal dictionary employed by the sender and a second 
universal dictionary employed by the receiver. 

[0013] In another embodiment of the present invention, the universal dictionary 
employed by the sender and the universal dictionary employed by the receiver may 
comprise substantially identical information. 

[0014] In another embodiment of the present invention, the at least one universal 
dictionary may comprise a universal dictionary shared by the sender and the receiver. 

[0015] In another embodiment of the present invention, the method may further comprise 
regenerating original data from an update package received from the sender using the 
universal dictionary. 

[0016] In another embodiment of the present invention, the method may further comprise 
comparing information contained in at least a pair of binary images, deriving difference 
information from the compared information, creating an update package comprising the 
derived difference information, sending the update package to a universal dictionary 
accessible by the receiver, and updating the universal dictionary accessible by the 
receiver with the update package. 

[0017] In another embodiment of the present invention, the derived difference 
information may at least comprise a set of instructions and associated data. 
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[0018] In another embodiment of the present invention, the set of instructions may 
comprise at least one program instruction selected from: copy; duplicate; set; reference 
location call; and delete. 

[0019] In another embodiment of the present invention, the method may further comprise 
generating a plurality of update packages, analyzing the update packages to determine 
differences in at least two universal dictionaries, communicating difference information 
to the at least two universal dictionaries, and synchronizing the at least two universal 
dictionaries. 

[0020] In another embodiment of the present invention, the method may further comprise 
comparing random data associated with a plurality of information packages to be 
transmitted, compressing the random data based upon contents of the plurality of 
information packages, sharing the compressed random data with a plurality of 
sender/receiver pairs, and synchronizing the at least one universal dictionary associated 
with the sender/receiver pairs based upon the compressed random data. 

[0021] Aspects of the present invention may be found in a method for optimizing 
distribution of information between an electronic device and a server. The method may 
comprise accessing at least one universal dictionary by the electronic device and the 
server, generating at least one optimized photo information package from a new photo 
acquired by the electronic device using a reference frame of photos, communicating the 
at least one optimized photo information package from the electronic device to the server, 
receiving the at least one optimized photo information package at the server, regenerating 
the new photo from the at least one optimized photo information package, and storing the 
regenerated new photo in a storage. 

[0022] In another embodiment of the present invention, generating at least one optimized 
photo information package may further comprise generating at least one update package 
in the electronic device. The at least one update package may comprise optimized photo 
information. The method may also comprise communicating the at least one update 
package from the electronic device to the server, processing the at least one update 
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package, regenerating a copy of the new photo based upon information in the at least one 
update package. 

[0023] In another embodiment of the present invention, generating at least one optimized 
photo information package may further comprise generating a plurality of update 
packages. Each update package may contain photo information comprising an initial 
quantity of memory. The method may also comprise transferring at least one of the 
plurality of update packages to at least one processing device, processing the at least one 
update package by compressing the photo information contained in the at least one 
update package such that the photo information occupies a reduced quantity of memory, 
transferring the at least one update package to the photo server, regenerating at least one 
photo using the compressed photo information in the at least one update package, and 
storing the at least one regenerated photo. The at least one regenerated photo may 
occupy less memory than the initial quantity of memory. 

[0024] Aspects of the present invention may be found in a system for optimizing 
distribution of information. The system may comprise a first electronic device capable of 
at least generating and sending digital information, a second electronic device capable of 
at least receiving, regenerating and storing digital information. The first and second 
electronic devices employing at least one universal dictionary may at least store, retrieve 
and manage digital information. 

[0025] In another embodiment of the present invention, the first electronic device may 
comprise a digital camera. 

[0026] In another embodiment of the present invention, the digital camera may at least 
comprise image acquisition circuitry for acquiring digital photographic information, a 
communication agent for communicating with external devices, a generator for 
generating an update package to be communicated to the receiver, a reference frame of 
photos, and previously acquired digital photographic information. 

[0027] In another embodiment of the present invention, the generator may process the 
previously acquired digital photographic information by comparing the previously 



6 



acquired digital photographic information to the reference frame of photos and generating 
an update package to be communicated to the receiver comprising information from the 
reference frame and the previously acquired digital photographic information. 

[0028] In another embodiment of the present invention, the reference frame of photos 
may at least comprise additional previously acquired digital photographic information 
and digital photographic information corresponding to a particular digital camera. 

[0029] In another embodiment of the present invention, the second electronic device may 
comprise a photo server. 

[0030] In another embodiment of the present invention, the photo server may at least 
comprise a communication agent for at least receiving digital photographic information 
from the first electronic device, an update agent for at least generating a local copy of 
previously acquired digital photographic information received from the first electronic 
device, a processor for processing digital photographic information, and memory for 
storing digital photographic information. 

[0031] In another embodiment of the present invention, the photo server may further 
comprise a plurality of reference frames of photos, each reference frame corresponding to 
at least one particular first electronic device. 

[0032] In another embodiment of the present invention, the at least one universal 
dictionary may further comprise a first universal dictionary employed by the first 
electronic device and a second universal dictionary employed by the second electronic 
device. 

[0033] In another embodiment of the present invention, the first universal dictionary and 
the second universal dictionary may comprise substantially identical information. 

[0034] In another embodiment of the present invention, the at least one universal 
dictionary may be shared by the first and second electronic devices. 
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[0035] In another embodiment of the present invention, the system may further comprise 
a flash image server to provide optimized digital information to a flash memory when an 
electronic device may be initially flashed with a memory image. 

[0036] In another embodiment of the present invention, the system may further comprise 
a flash manager to initialize an electronic device a first time the electronic device is 
flashed. 

[0037] In another embodiment of the present invention, the system may further comprise 
a flash update driver employed by the flash manager to embed a new image onto the flash 
memory which may be employed by a processing circuitry operating the electronic 
device. 

[0038] These and various other advantages and features of novelty which may 
characterize the invention are pointed out with particularity in the claims annexed hereto 
and that form a part hereof. However, for a better understanding of the invention, its 
advantages, and the objects obtained by its use, reference should be made to the drawings 
which form a further part hereof, and to accompanying descriptive matter, in which there 
are illustrated and described specific examples of an apparatus in accordance with the 
invention. 
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BRIEF DESCRIPTION OF THE DRAWINGS 



[0039] Fig. 1 is a block diagram of a system which may be adapted for optimizing 
distribution of information employing a universal dictionary that may facilitate a 
reduction of data communicated between a sender and a receiver employing the universal 
dictionary, according to an embodiment of the present invention; 

[0040] Fig. 2 is a block diagram of a system for optimizing distribution of information 
employing a universal dictionary wherein the sender may be a digital camera capable of 
generating an optimized photo using a reference frame of photos from a new photo taken 
by the digital camera, and the receiver may be a photo server capable of receiving an 
optimized photo and regenerating the new photo from the optimized photo using an 
update agent, and storing the new photo in a storage, according to an embodiment of the 
present invention; 

[0041] Fig. 3 is a block diagram of a system for optimizing distribution of information 
employing a universal dictionary that may comprise a flash image server that may supply 
optimized information that may be processed employing the universal dictionary and an 
electronic device that may be used to provide optimized information to update a FLASH 
memory when an electronics device is initially to be flashed with a memory image, 
according to an embodiment of the present invention; 

[0042] Fig. 4A is a flow diagram depicting an exemplary process of readying an 
electronic device for arming with a flash manager capable of employing a reference 
image for updating firmware and/or application software, according to an embodiment of 
the present invention; and 

[0043] Fig. 4B is a flow diagram depicting an exemplary process of retrieving an update 
package from an electronic device armed with a flash manager and capable of employing 
a reference image for updating firmware and/or application software, according to an 
embodiment of the present invention. 
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DETAILED DESCRIPTION OF THE DRAWINGS 



[0044] Fig. 1 is a block diagram of a system which may be adapted for optimizing 
distribution of information employing universal dictionary 105 that may facilitate 
reduction of data communicated between sender 130 and receiver 107 employing 
universal dictionary 111, 121 according to an embodiment of the present invention. The 
universal dictionary 111,121 may be a frame of reference available to sender 130 as well 
as receiver 107, deviation from which constitutes data that may be communicated to the 
other party (sender 130 or receiver 107). 

[0045] Sender 130 may comprise universal dictionary 121, data 123 that may be 
communicated to receiver 107 as an update package, communication agent 125 that may 
facilitate communication with receiver 107, generator 127 that may be employed to 
generate an update package from data 123 based on universal dictionary 121, and update 
agent 129. 

[0046] Receiver 107 may comprise universal dictionary 111, received data 113 that may 
be communicated to receiver 107 by sender 130 as an update package, communication 
agent 115 that may facilitate communication with sender 130, and update agent 119 that 
may be employed to regenerate original data from the update package received from 
sender 130 with the aid of universal dictionary 111. 

[0047] In an embodiment of the present invention, both sender 130 and receiver 107 may 
employ the same universal dictionary 121, 111, respectively. In another embodiment of 
the present invention, sender 130 and receiver 107 may have similar, but different, 
universal dictionaries with a significant portion common to both universal dictionaries 
121, 111. 

[0048] A system for optimizing distribution of information employing universal 
dictionary 105 may facilitate generation of compact and efficient update packages based 
upon data 123 and universal dictionary 121 such that the size of the update packages may 
be significantly smaller compared to the size of data 123. The system may also facilitate 
communication of generated update packages from sender 130 to receiver 107 and 
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subsequent regeneration of data 123 in receiver 107 employing received data 113 (update 
package and other related information) and universal dictionary 111. The regenerated 
data may then be used in receiver 107. 

[0049] In an embodiment of the present invention, data 123 and regenerated data in 
receiver 107 may actually be binary images of firmware and/or application software 
being executed in receiver 107. Sender 130 may communicate data to other senders that 
may also contain universal dictionary 121 and update agent 129. 

[0050] A system for optimizing distribution of information employing universal 
dictionary 105 may typically be employed to optimize distribution of certain classes of 
information wherein the universal dictionary may provide a common set of 
information/data/content on both the sending and receiving sides, thus enabling reduction 
of the size of information/data/content that may be communicated from the sending side 
to the receiving side. 

[0051] In an embodiment of the present invention, the system for optimizing distribution 
of information employing universal dictionary 105 may be used to improve downloading 
of very large files, such as MPEG files, wherein an MPEG based universal dictionary 
may be employed in both the sender and the receiver. 

[0052] In an embodiment of the present invention, the system for optimizing distribution 
of information employing universal dictionary 105 may be used in creating a frame of 
reference (i.e., reference frame) so that other binary images may be compared to derive 
difference information (update package). Because both sender 130 and receiver 107 may 
have the same reference frame (as universal dictionary 111, 121), the size of update 
package communicated by sender to receiver may be reduced when the reference frame is 
employed. 

[0053] In an embodiment of the present invention, wherein both sender 130 and receiver 
107 may have the same (or similar firmware) and wherein a frame of reference may not 
be available, firmware on sender 130 may be used as the reference frame to generate 
difference information (or update package) from data 123, difference information that 
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may be subsequently communicated to receiver 107. Receiver 107 may have the same 
firmware as sender 130, or may have access to a copy of firmware of sender 130, and 
may employ firmware to generate data 123 from the difference information (or update 
package) received. 

[0054] In an embodiment of the present invention, generator 127 may generate an update 
package that may capture differences between any given two versions of application 
software and/or firmware. The differences may be expressed by employing a set of 
instructions and associated data. The set of instructions may comprise a CPY (copy), 
DUP (duplicate), SET (set), SETR (reference location call), DEL (delete), and/or other 
instructions. Universal dictionaries 121, 111 may be generated in terms of data employed 
in a set of instructions (and associated data) retrieved from several instances of update 
packages. 

[0055] In an embodiment of the present invention, generator 127 may analyze several 
update packages to determine the nature of universal dictionaries 121, 111. Specifically, 
the generator may analyze the DUP instructions, CPY instructions, etc. from several 
update packages to assemble universal dictionaries 121, 111. Changes to universal 
dictionary 121 may be communicated to universal dictionary 1 1 1 to keep the dictionaries 
synchronized. 

[0056] In general, a system for optimizing distribution of information employing 
universal dictionary 105 may employ a default frame of reference (universal dictionary) 
for comparing and compressing random data (such as photographs). The default frame of 
reference may be available on both client and server side, between two peers, or between 
sender/receiver pairs. 

[0057] Fig. 2 is a block diagram of a system for optimizing distribution of information 
employing universal dictionary 205 wherein the sender may be digital camera 223 
capable of generating an optimized photo, using reference frame of photos 221, from new 
photo 235 taken by digital camera 223, and the receiver may be photo server 207 capable 
of receiving an optimized photo, regenerating new photo 235 from the optimized photo 
using update agent 219, and storing the new photo in storage 231, according to an 
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embodiment of the present invention. Photo server 207 in the system for optimizing 
distribution of information employing universal dictionary 205 may be used to store, 
retrieve, and manage a plurality of photos that may be created and communicated by 
digital camera 223. Digital camera 223 may be communicatively coupled to photo server 
207 employing one of several communication links 237. 

[0058] Digital camera 223 may comprise image acquisition circuitry 233, communication 
agent 225, generator 227, reference frame of photos 221, and new photo 235. Photo 
server 207 may comprise update agent 219, communication agent 215, storage 231, 
reference frame of photos 211, and received photo 213. 

[0059] In an embodiment of the present invention, when digital camera 223 is used to 
generate new photo 235, generator 227 in digital camera 223 may automatically process 
new photo 235, compare it to reference frame of photos 221, and generate an update 
package that may be communicated over communication links 237 to photo server 207 as 
received photo 213. Photo server 207 may process received photo 213 and employ 
update agent 219 to generate a local copy of new photo 235 from received photo 213. 
Photo server 207 may save a copy of new photo 235 in storage 231 for subsequent 
processing and/or subsequent access. Update agent 219 may employ reference frame of 
photos 21 1 to generate the copy of new photo 235 from received photo 213. 

[0060] In an embodiment of the present invention, reference frame of photos 221 may 
initially be loaded onto a digital camera by communication agent 225 after retrieving 
reference frame of photos 211 from photo server 207. Photo server 207 may employ a 
different reference frame of photos 21 1 for each digital camera 223. 

[0061] Fig. 3 is a block diagram of a system for optimizing distribution of information 
employing a universal dictionary 305 that may comprise a flash image server 307 that 
may supply optimized information that may be processed employing a universal 
dictionary and electronic device 309 that may be used to provide optimized information 
to update FLASH memory 331 when electronics device 309 may initially be flashed with 
a memory image, according to an embodiment of the present invention. 
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[0062] In an embodiment of the present invention, flash image server 307 may rely upon 
availability of flash manager 319 in electronic device 309 to initialize electronic device 
309 a first time, such as in an assembly line at a manufacturing facility. Flash manager 
319 may receive an optimized image as an update package from flash image server 307 
and may employ update agent 327 to create new image 323, which may typically be a 
binary image of the firmware and/or application software that may be embedded in 
FLASH memory 331. Update agent 327 may employ reference image 325 to create new 
image 323. Flash update driver 321 may be employed by flash manager 309 to embed 
new image 323 onto FLASH memory 331. FLASH memory 331 that may be employed 
by processing circuitry 333 to operate electronic device 309. 

[0063] In an embodiment of the present invention, flash manager 309 may initiate 
communication with flash image server 307 when flash manager 309 determines that at 
least a small portion of FLASH memory 331 is to be updated. Flash image server 307 
may determine parameters and/or particulars of electronic device 309 and may identify an 
update package from storage 311 that contains a plurality of update packages 313. Flash 
image server 307 may then transfer an appropriate one of the plurality of update packages 
313 to electronic device 309 via communication agents 317, 329. Electronic device 309 
may process the received update package, verify the update package, and employ update 
agent 327 to generate new image 323 based on reference image 325. Electronic device 
309 may subsequently apply new image 323 to FLASH memory 331 employing flash 
update driver 321 and/or processing circuitry 333. 

[0064] In an embodiment of the present invention, use of a reference image by flash 
manager 309 to create new image 323 reduces the size of the update package transferred 
from flash image server 307, reducing the time to transfer the update package, and also 
reducing the time to update FLASH memory 331. 

[0065] In an embodiment of the present invention, reference image 325 may be stored in 
FLASH memory 33 1 and received update packages may be processed by update agent 
327 to create a new image in FLASH memory 331 based on existing reference image 325 
in FLASH memory 331. Because reference image 325 may already be part of FLASH 
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memory 331, update agent 327 may modify all or only a subset of the contents of 
reference image 325 to make the new image in FLASH memory 331 such that new image 
323 in FLASH memory 331 may correspond to a new version of firmware and/or 
application software, as needed. In short, changes may be made to the reference image 
325 in FLASH memory 331 to make the reference image into new image 323. Because 
the amount of FLASH memory modified/updated is generally smaller than would have 
been required if reference image 325 were not in FLASH memory 331, the update of 
electronic device 309 is faster. As such, when employed in a manufacturing environment 
where electronic device 309 is manufactured and reference image 325 may already be 
installed in FLASH memory 331. The time taken to install additional firmware and/or 
application software is generally reduced in each electronic device in an assembly line. 

[0066] In an embodiment of the present invention, electronic device 309 may be a 
cellular phone and flash image server 307 may be employed in a manufacturing facility 
where electronic device 309 is manufactured along with other instances of similar 
electronic devices. Reference image 325 may be embedded in FLASH memory 331, 
wherein reference image 325 may be a collection of firmware and/or application software 
components that may be common to a plurality of manufacturers for a similar hardware 
setup/configuration. Common application software components may be those that are 
typically found in firmware and/or application software for such electronic devices 
provided by different manufacturers using the same (or similar) FLASH memory 331, 
and the same (or similar) processing circuitry 333, etc. 

[0067] Fig. 4A is a flow diagram depicting an exemplary process of readying an 
electronic device for arming with a flash manager capable of employing a reference 
image for updating firmware and/or application software, according to an embodiment of 
the present invention. The process may also address creation of a reference image 
incorporating binary image segments from a plurality of electronic device models. The 
reference image may be capable of being installed in electronic devices for subsequent 
creation of binary images by an update agent in the electronic device. 
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[0068] Processing begins at block 407 wherein the hardware specification of an 
electronic device may be determined and access to binary memory images of firmware 
and/or application software for the electronic device (and optionally for other similar 
devices) may be retrieved. At block 409, one or more binary images of firmware and/or 
application software for the electronic device (typically based on the processing circuitry, 
FLASH memory type, etc.) may be processed and portions of code/image (typically in 
binary) determined to be common to one or more binary images of firmware and/or 
application software may be identified for incorporation into a reference image. 

[0069] At block 41 1, the reference image may be created and packaged for inclusion into 
an electronic device. At block 413, the reference image may be incorporated into the 
reference image component of the flash manager of the electronic device. At block 415, 
an update agent capable of employing the reference image may be incorporated into the 
FLASH manager. At block 417, the flash manager of the electronic device is ready and 
may be installed in the electronic device. 

[0070] Fig. 4B is a flow diagram depicting an exemplary process of retrieving an update 
package from an electronic device armed with a flash manager and capable of employing 
a reference image for updating firmware and/or application software according to an 
embodiment of the present invention. 

[0071] Processing may begin at block 457 when the electronic device with the FLASH 
manager in FLASH memory (or other non-volatile memory) may be plugged into an 
assembly line at a manufacturing facility with a communication link enabling an update 
package to be transferred to the electronic device. The electronic device may be 
communicatively coupled to the flash server, such as the flash image server 302 of Fig. 3. 

[0072] At block 459, model and version information, and other parameters may be 
communicated by the electronic device to the flash server. At block 461, an update 
package may be retrieved by the electronic device from the flash server. At block 463, 
the electronic device may apply the update package. The application of the update 
package by the update agent in the electronic device may assume that the reference image 
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be previously embedded in non-volatile memory of the electronic device, such as FLASH 
memory. 

[0073] In an embodiment of the present invention, the reference image which may be 
derived from firmware and/or application software binary images may be located in 
FLASH memory of the electronic device and may have a communication agent and 
update agent associated therewith in executable portions of non-volatile/volatile memory. 
Application of an update package may cause the FLASH memory of the electronic device 
to be modified such that its firmware and/or application software matches a specific 
manufacturer firmware and/or application software setup for the hardware configuration 
available. At block 465, newly created or implemented firmware/software in the 
electronic device may be tested. Processing ceases at block 467. 

[0074] Although a system and method according to the present invention has been 
described in connection with the preferred embodiment, it is not intended to be limited to 
the specific form set forth herein, but on the contrary, it is intended to cover such 
alternatives, modifications, and equivalents, as can be reasonably included within the 
spirit and scope of the invention as defined by this disclosure and the appended diagrams. 
It is intended that the scope of the invention be limited not with this detailed description, 
but rather by the claims appended hereto. 
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